OCCASION

This publication has been made available to the public on the occasion of the 50th anniversary of the United Nations Industrial Development Organisation.

DISCLAIMER

This document has been produced without formal United Nations editing. The designations employed and the presentation of the material in this document do not imply the expression of any opinion whatsoever on the part of the Secretariat of the United Nations Industrial Development Organization (UNIDO) concerning the legal status of any country, territory, city or area or of its authorities, or concerning the delimitation of its frontiers or boundaries, or its economic system or degree of development. Designations such as “developed”, “industrialized” and “developing” are intended for statistical convenience and do not necessarily express a judgment about the stage reached by a particular country or area in the development process. Mention of firm names or commercial products does not constitute an endorsement by UNIDO.

FAIR USE POLICY

Any part of this publication may be quoted and referenced for educational and research purposes without additional permission from UNIDO. However, those who make use of quoting and referencing this publication are requested to follow the Fair Use Policy of giving due credit to UNIDO.

CONTACT

Please contact publications@unido.org for further information concerning UNIDO publications.

For more information about UNIDO, please visit us at www.unido.org
April 4, 1991

UNITED NATIONS INDUSTRIAL DEVELOPMENT ORGANIZATION
VIENNA INTERNATIONAL CENTER
P.O. BOX 300, A-1400 VIENNA, AUSTRIA

Attn: MR. M. KOHONI
(Acting Chief Contracts Section)

Thru: MRS. ROBYN BIVIAGRACIA

Re: FINAL REPORT-UUNDO PROJECT UN/57/004 UNDER CONTRACT NO. 22/173.

Dear Mr. Kohonen:

We have the pleasure of presenting to you the following scope of work completed with regards to above mentioned project; to wit:

I. Supply of the air conditioning unit which includes the ff.:
   1. Air handling unit (unit I of drawing 'per your plan')
   2. Re-conditioning unit (unit II of drawing 'per your plan')
   3. Distribution ductings including air diffusors and diffusers.
   4. Chilled water piping for the air cooler.
   5. Air sampler unit (unit III of drawing 'per your plan')
   6. Main power supply and distribution to blower motors and heaters. Distance of distribution breaker from main breaker is about 15 meters.

NOTE: All CB's and panel were provided by OEA.

II. Supply of electrical system which includes:
   1. Electrical connections of equipment including support accessories.
   2. Supply of electrical wires and conduits.
   3. Commissioning of installed system.

NOTE: All instruments and support accessories were provided by OEA.

III. SPECIFICATIONS OF UNIT SUPPLIED:
   A. UNIT I - Air Handling Unit.
      1. Air blower capacity - 60 cfm/ min minimum, 2.5 x 0
         static pressure.
      2. Cooling coil capacity - 15 ton.

   B. UNIT II - Air reconditioning unit.
      1. 3-2 kw heater capacity (provided by OEA).
      2. Housing - gauge 16 spray painted with heat resistant paint.

- page 1 -
C. UNIT III - Air Sampler Unit.
1. Air sampler pipe - 101 mm diameter PVC pipe.
2. 1/10 hp continuously rated motor.
3. 5 m³/min maximum blower capacity, 0.5" minimum H₂O static pressure.

IV. Electrical System Supplied.
1. All power supply to instruments shall be 2.0 mm stranded wires, 30 mm for main supply, Phelps Dodge brand.
2. All feeder conduits shall be EJC.
3. Warnings must be in accordance with the requirements of Philippine electrical code.

V. Duct, Air Grilles, Diffusers Supplied.
1. Gauge 122 G.I. Sheet external ductings sealed for air leakage, polystyrene foam insulated and completely wrapped with high quality adhesive duct tapes.
2. Gauge 16 G.I. Sheet room internal ducts machine bended and spray painted.
3. Multi-directional type air grilles (per your plan drawing).
4. Plastic diffusers, honeycomb designed air diffusers.
5. All ducts openings to the walls and ceiling sealed with silicon rubber only.
6. Cutting of panels for duct work-sealing/framing provisions.

VI. OTHER CONDITIONS UNDERTAKEN.
1. Units I and II are reversible
2. Units I and II are fabricated as a single unit; with access windows provided.
3. Blind rivets used on Duct fastened to the wall with L 11/2 X L 12/2/

Thank you very much for the opportunities given us to serve yours requirements.

Very truly yours,

Luis M. Gonzéz Jr.
Sales Manager

AIRE TEST TECHNOLOGISTS, INC.